$5%/Tungsten Bar

» A
Application
FEATENMIGEEMEHBR. 2. FTEBLFE.

Itis iy used 1o propare various emiing Cathodes, shaping bare, non-8ag Kngsten wire and the ko by pressure procossing.
Code

cowse  FEMBNENREE. BADENALLS.

i used 10 p filamants for ips and high ol

ATWEERTBBL, KEMTALL. SRRIT. REPBHRF.
ccwat Itis used 10 produce tungsten lilamants for halogen lamps and automotive auxiliary lamps, high temperature shaping bars,
emitting cathodes in HID, etc.

AT Il AT AN (R, BRELT) . RMBERIT. CREET
ccweé1 Itis used to produce tungsten filaments for general lighting lamps (ordinary beibs, energy~ suvmglamp;) emitting cathode
in HID, low temperature shaping bars. eic.

cowsi  ATRASL. GEGE. HRGBAGLLE.

Itis used INHID lamps, mandrel and colling wire for MHL spring electrode, etc.

» Hlik
Specification

Code Single weight (kg) Leny ) Teper (mm)

CcCcwo2 CCwe1

CCW91 CCwa1 Round ©17.0°750 2.65~3.00 720~780 15.5~17.2

» WS

Chemical Composition
? : mnﬁ‘:‘i o?n - mnlnl of impurities (ppm] o 7
MnINA/NIm/SI CuIPbISbISn
cowg2 99.95 ~100 30 10 5
ccwot 99.95 70~90 20 15 3 10 5
CCwe1 99.95 60~75 20 15 0 10 5
CCW31 99.95 40~60 20 15 30 10 5
Analysis method Minusing AAS AAS IcP IcP AAS/ICP ICP

£84F/Tungsten Rod

» AR
Application
TEAFIMMIHEERRNMR. EUF, SL. QRSHS

It s mainly usad 1o prepare various emitting cathodes, shaping rods, lead wire. elactrode mandrel and th

ke by mechanical machining

cowor WERSRE, SARNES.
cowst BERNBE. EAREES

1t Is used tor mitting cathodes. low temperature shaping fods. et

CCW31 MBS, BREES.

1t is used for lead wires, slectrode mandrel, eic

» FA&
Specification

KRS
Surtac

B/ o E /W%
Forged/Alkaline cleansd | Straightenad/Alkaline cleaning KRAE
s
(mm)

Length tolerance
{mm)

Dia, Tolerance
{mm)

06=d<08 - +0.01 =001 +0.01 =001
L<100+1.0

08=d<10 - - +0.01 =001 +0.01 =0.01

100=L <300+ 15
10=d<3.0 - - +0.02 =0.02 +0.02 =0.02

300=L<500+20
30=d<4.0 +0.10 =0.10 +0.10 =0.10 +0.02 =0.02

500=<L<1000+25
40=d<60 +0.10 =0.10 +0.10 =0.10 +0.03 =003

1000=L <2000+ 5.0
60=d<120 +0.20 =0.20 +0.20 =020 +0.03 =0.03
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Tungsten Plate for Sheet Rolling

Application: Tungsten plate is used to
produce tungsten sheet by rolling.
Features: High purity, excellent electrical

and thermal conductivity. Remarkable
corrosion and radiation resistance.

Appearance: Grey color without any
defects, such as cracks and broken edges.

Grade and Physical Property

o | e %% |

Used to produce tungsten workpiece,
Pure tungsten plate  WBP 20-40 5-30 sheat, kerget palished plele, hemul

shield, boat, etc.

Tungaten Flass Blank

Chemical Composition Of Tungsten Plate
| Gade | 2 weP | e
L0 I S M

Fe 30
Ni 20
8i 20 AAS
K+Na Actusl valus

Cr 40
Al 20
Cu 10
Ca 20
Mn -

Impurities Mg 10

(ppm, <) b _ IcP
Bi 1
8n 1
Cd 1
8b i0
A 15
P 10 Colorimetry
c a0 C/S analyzer
N = O/Nanalyzer

Standard ZGCC's spedification
1Lt ¥ the { )
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